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Product
What is ACRYLITE® digital print 0M007 D212? 

ACRYLITE® digital print 0M007 D212 is a premium acrylic 
product manufactured with a special cap layer on both 
sides of the acrylic, ensuring a strong bond between the 
ink and the acrylic sheet. This prevents ink from flaking 
off during cutting and other fabrication processes. Its first 
surface features an ADA-compliant “heavy“ matte texture.

What thickness, size and colors are manufactured? 

Sheet Size: 48”x96” 
Thicknesses: .060”, .118”, .177”, .220” 
Color: Colorless, code 0M007 D212 

It can be produced as thick as .236”, as wide as 51” wide 
and in black and white colors. Minimums may apply.

What is its intended usage?

This acrylic was specially designed for use in wide-format 
printers equipped with Braille and 3D graphic printing 
capabilities, for the production of braille, ADA compliant 
and architectural signage.

Who is the target customer?

Sign manufacturers specializing in ADA-compliant and 
architectural interior signage, who currently own or are 
considering investing in a UV flatbed printer capable of 
printing tactile 3D, Braille and raised lettering.

Is this product ADA Compliant?

Yes, it is.  It features a heavy-matte finish first surface, that 
complies with ADA requirements.

What is the difference between ACRYLITE® digital print 
pop touch acrylic and the ACRYLITE® digital print non-
glare (P99) acrylic? 

ACRYLITE® digital print pop touch acrylic has a printable 
cap layer on both surfaces and has a heavier matte finish 
that targets the gloss level of the ADA requirements. In 
contrast, ACRYLITE® digital print non-glare (P99) acrylic 
has the cap layer on a single surface and has a fine texture 
ideal for photography, high-end signage and other prints.

Does ACRYLITE® digital print pop touch acrylic fabricate 
differently?

No, it fabricates like regular acrylic. However, it cannot be 
flamed-polished.

Can the product be used both indoors and outdoors?

The product is recommended for indoor applications 
as its long-term weatherability may be affected by 
several factors.  Additionally, consultation with the ink 
manufacturer is advised to determine if the inks can 
withstand outdoor exposure.

What type of protective masking is used on this acrylic?

The product utilizes a special low-static film masking to 
prevent interference with the digital printing process. The 
masking on the textured side of the sheet is colorless, 
allowing for inspection while ensuring it remains securely 
attached to the acrylic. The masking on the gloss side of 
the sheet is a low static white, recling, polyethylene that 
protects the sheet during fabrication processes.
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This information and all further technical advice is based on our present knowledge and experience. Such information or advice, whether given at Buyer’s 
request or not, implies no liability or other legal responsibility on our part, including with regard to existing third-party intellectual property rights. In 
particular, no warranty, whether expressed or implied, or guarantee of product properties in the legal sense is intended or implied. We reserve the right to 
make any changes according to technical progress or further developments. The customer is not released from the obligation to conduct careful inspection 
and testing of incoming goods. Performance of the product described herein should be verified by testing, which should be carried out only by qualified 
experts in the sole responsibility of a customer. Reference to trade names used by other companies is neither a recommendation, nor does it imply that 
similar products should be used. 
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Semi-finished polymethyl methacrylate (PMMA) products from POLYVANTIS are sold on the European, Asian, African and Australian continents under the 
registered trademark PLEXIGLAS®, in the Americas under the registered trademark ACRYLITE®, both owned by Röhm GmbH, Darmstadt, or its affiliates.
Certified to DIN EN ISO 9001 (Quality) and DIN EN ISO 14001 (Environment)

Printing
Can all wide-format printers print tactile 3D, Braille and 
raised lettering on ACRYLITE® digital print pop touch 
acrylic?

No, not all wide-format printers are capable of this. It’s 
crucial to verify whether the UV wide-format printer offers 
add-ons and/or features, along with the appropriate ink 
specifically designed for tactile / Braille printing.

Can you print on both sides?

Yes, you can. Both sides of the acrylic are specially 
designed for UV printing. Printing on the second surface 
can add depth to the sign, while the first surface allows for 
printing braille and other tactical elements.

Do I have to prep or finish the acrylic with primers or 
adhesion promoters to ensure the ink adheres properly?

No, you don’t. The acrylic’s special coating ensures that UV 
curable inks form a strong bond with the surface without 
the need for primers or adhesion promoters.

Does the printed ink flake off during routing and other 
fabrication processes?

No, it doesn’t.  The sheet provides superior ink adhesion to 
both the first and second surface, preventing flaking and 
chipping during fabrication.

Return on investment
Printing braille signs versus traditional methods 
translates into significant savings associated with 
operating costs and reductions in:

•	 Labor and operator hours. Now you can print multiple 
signs simultaneously, saving man-hours by eliminating 
unnecessary steps such as priming the sheet. 

•	 Equipment costs. There’s no need to invest in additional 
equipment to punch holes or creating the braille spheres. 

•	 Material costs. Reduce overhead by printing in your 
desired color instead of stocking piles of various colors. 
Additionally, you’ll be able to discontinue the use of 
adhesion promoters and primers. 

•	 Waste from reworking signs due to ink damage caused by 
the use of non-receptive acrylic

Printing braille on ACRYLITE® digital print pop touch 
acrylic offers the flexibility to create custom signs tailored 
to customers’ distinct branding needs. These premium 
signs are valued and sold at higher prices and increase 
profitability. 


